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N-type Half-cell
Bifacial Module

PLM-625DH8NH-132 SERIES

Mechanical Parameters
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Drawings (Unit: mm)

1096+ Cells N Type Monocrystalline Cell
IHI IHI 1 1) n » Cell Orientation 132[6X22]
I §
AR j Dimension 2382+2X1134+2x30mm
I A . ]
A0 1 Weight 32.5kg
Iﬁ Front Glass 2.0mm high transmittance, 2mm anti-reflective surface tempered solar glass
|| 3 Rear Glass 2.0mm semi-tempered glass
q B 8-810: 1 Frame Anodized aluminum alloy frame
4 [ -] g
\ i o Junction Box 1P68, 3 diodes
D 14
A m@f Output Cable 4.0mm?
Con Cable Length +400mm,-200mm,length can be customized
Wind / Snow Load | 2400Pa/5400Pa
m’@j Packaging 36pcs per pallet, 720pcs per 40'HC
M [ D 51
AL 30 B-B
Electrical Characteristics (STC) Warranty
Maximum Power: Pmax [W] 620 625 630
Open Circuit Voltage: Voc [V] 49.10 49.30 49.50 99.00% Linear Power Output Warranty
100%
Short Circuit Current: Isc [A 16.06 16.12 16.18
- - 1st year <1%, annual 89.40%
Voltage at Maximum Power: Vmp [V] 40.82 40.96 41.10 > degradation <0.4%. 87.40%
£ 95% SO0
Current at Maximum Power: Imp [A] 15.19 15.26 15.33 3
Module Efficiency: 1 [%] 22.95 23.13 23.32 03)
o
a 90%
s
Electrical Characteristics (NMOT) z f
£ 85%
Maximum Power: Pmax [W] 468 472 476 g
Open Circuit Voltage: Voc [V] 46.74 46.93 47.12
— 80% Year
Short Circuit Current: Isc [A] 12.97 13.01 13.06 0 5 10 15 20 25
Voltage at Maximum Power: Vmp [V] 38.18 38.32 38.45
Current at Maximum Power: Imp [A] 12.26 12.32 12.38
*STC: Irradiance 1000W/m?, Cell Temperature 25°C, Air Mass1.5, Measuring Tolerance: +3% I-V Curve
*NMOT: Irradiance 800W/m?, Ambient Temperature 20°C, Air Mass1.5. Wind Speed 1m/s
Electrical Properties (BSTC*) Bifacial gain > 10% Colls 10 “386h inad. = 1000 Wit 'emw ! 1 ’ ! ! ! ! 1
Power Output [Wp] 684.60 690.20 695.40 “r Incdontinad. = 800 Win' 1 -
12 ] ]
Voltage Mpp-Vmpp [V] 40.82 40.96 41.10 Z 0 Incident Irad. = 600 Wi 74 ] ]
Current Mpp-Impp [A] 16.77 16.85 16.92 g Incident Irad. = 400 Wi ] Incident Irad. = 1000 Wi 1
of i 6 — Colstomp. = 10°C, Prmpp = 649.1 W ]
Voltage Open Circuit-Voc [V] 49.10 49.30 49.50 G e 250G, P - 8307
af Incident Irrad. = 200 Wim? 1 T— Cellstomp. = 52 °C, Pmpp = 5702 1
Short Circuit Current-Isc [A] 17.73 17.80 17.86 2F b 2k " " 1
Module Efficiency [%] 25.34 25.55 25.74 0 2 e = & © 2 e % ©

*BSTC: Front side irradiance 1000W/m?’, back side reflection irradiation 135W/m’, AM=1.5,
ambient temperature 25°C
*Bifaciality=Pmax, rear/Rated Pmax, front

Certifications

Temperature Parameters Quality Management System and Product Certification

Temperature Coefficient (Pmax)

-0.30%/°C

Temperature Coefficient (Voc)

-0.25%/°C

Temperature Coefficient (Isc)

+0.046%/°C

NMOT

45+2°C

Maximum Ratings

Operational Temperature -40°C~+85°C
Maximum System Voltage 1500V DC
Maximum Series Fuse Rating 30A
Power Output Tolerance +3%
Maximum Bifaciality 80+5%

PERLIGHT SOLAR CO.,LTD.

Add: Oufeng Rd, Muyu, Zeguo Town, Wenling, Zhejiang, China |
+86-576-86477290 \

ISO 9001:2015 / quality management system

I1SO 14001:2015 / environmental management system
ISO 45001:2018 / occupation health safety management system

IEC 61215/61730
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CERTIFIED

enquiry@perlight.com
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More Than 40 Years Manufacturing
Experience Of Baolite Group Since 1982
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